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nd Dimensions:
ces where temporary K-rail is placed near the edge of travel way and/or near the edge of

Travel lanes should not be less than 3.3 m with a minimum of a 0.3-m shoulder.

e 0.6-m of separation between the back of the Type K railing and the edge of an excavation should be
provided whenever possible. If a separation of less than 0.6 m is necessary to avoid excessive
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restriction of the traffic lane(s) and shoulder, Type K railing shall be staked as follows:
. A 25-mm diameter, 1000-mm long steel stake shall be driven through each of the fo
stake holes in each Type K segment.
L The stakes shall be driven until the tops are flush with the outer profile of the
e  Type K railing placed on bridges within 0.6 m of the edge of the deck shall
deck by means of dowels as specified in the Standard Plans.

" When a staked rail is close to the edge of an excavation, the stakes on the traffic ide of ti@'rail will bear the
majority of the lateral load during an impact. The rail in turn will bear this s
steel reinforcement between the stake hole and the outside edge of the

controls, and quality assurance, is absolutely essential for rail fabricatio

adequate
equentl ’d quality
To prevent excessive lateral deflection during impacts m the the up: downStream
ends of a Type K railipginstallation, one of the following meas shall be t. .
(d) place at least two segments at each end of the ins ini from the edge of
b}

traveled way (ETW)orina protected area where. vehicles, or

(b) stake one segment at each end of the installatioge
If the upstream end of a Type K railing m‘n

om the ETW and is not in a
%he blunt end shall be protected
attenuator. Engineering judgement
bositioned and terminated. For examp le,

protected area (e.g- behind a guardrail or
by means of an approved sand barrel agaypo

needs to be used in determining how a ' ai
if the blunt upstream end of such apfin:

tu
i

ation is more {

iht end should b -

Unique circumstances, sit |
exceptions to this polig¢ Kions shall be submitted to the Division of Traffic

will ensure consistency throughout the state.

rs was set forth in a February 11, 1993 memo from James Borden and John

s, clarifies and supercedes that previous policy directive.

s gf “Shnall,” “Should,” and “May” -
the ‘meanings intended in this Program Directive by the use of these words, the following

s apply:
iz I — A mandatory requirement. Mandatory requirements are those considered most essential to
" aghievement of over

all objectives of this. Program Directive. Mandatory requirements use the word “shall”
and are printed in Boldface type.

2) SHOULD - An advisory requirement. Advisory requirements are important also, but allow greater
flexibility in application to accommodate varying conditions. Advisory requirements use the word “should”
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- and are indicated by Underlining. ' :

3) MAY — A permissive requirement. Permissive requirements use the word "may” and indjgat no
requirement for application is intended.
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